
 

Horizontal Fiber Optic Splice Closure 

FOSC-H006 series 

 
 
Horizontal fiber optic splice closure FOSC-H006 is made of high quality ABS material. Inside can loaded 
with 1*2…1*16,1*32 PLC steel tube splitters. 
 
Its scope of application is: wall-mounting, pole application. 
 
And the ambient temperature ranges from -40°C to +65°C. 

Dimension and capacity: 
 

Outside dimension(LxWxH) 300x200x90mm 
Weight(excluding outside box) 1450g 
Number of inlet/outlet ports 2 or 3 pieces optional 
Diameter of fiber cable Φ12mm— Φ14mm 
Capacity of FOSC 24 cores (single layer tube) / 48cores (double layer tube) 

Adapter and holes of Front Panel 
1pc of adapter panel, can accommodate 12 SC,duplex adapters; 
1pc of adapter panel, each can accommodate 18 ST/LC/SC adapters; 
1pc of adapter panel, each can accommodate 16 FC adapters. 

Remarks: 
1. FOSC-H006 accommodates one set of elastic seal fitting for several inlet/outlet ports which depends on how 
many ports are chosen. 
2. Installation accessories provided: 1pc of special wrenches, abrasive cloth, earthing wire, nylon ties, labeling 
paper and heat shrinkable tube. 
3. Accessories by customers’ selection: adapter panel, adapter, pigtail, PLC splitter, aerial hook or pole mount hoop. 
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Model optional:
 

Model Cable 
port 

Adapter 
plate 

Max.Splice 
tray Qty 

Splice Capacity 
(Cores) 

Adapter capacity 

FOSC-H006 1in&1out No 4pcs Max. 48C 0 

FOSC-H006-A 1in&2out No 4pcs Max. 48C 0 

FOSC-H006-B 1in&1out 1pc 2pcs Max. 24C 18pcs simplex or 
12pcs duplex 

FOSC-H006-C 1in&2out 1pc 2pcs Max. 24C 18pcs simplex or 
12pcs duplex 

FOSC-H006-D 1in&1out 1pc 2pcs Max. 24C 18pcs simplex or 
12pcs duplex 

FOSC-H006-E 1in&2out 1pc 2pcs Max. 24C 18pcs simplex or 
12pcs duplex 

 

Different model drawing: 
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