
Model No. Product Image Resolution
IoS & Android 

App

PC 

Software
Chipset Lens Onvif Leds IR(M) Euro

IPC‐122 720P

VMEye

XM ‐ CMS

1Mpx 

OV9712+Hi3518C

Fixed

4mm
Yes 36 20 57,0 €

BGIP‐A100G 720P

NVSIP

IP Client 

HASS 1Mpx 

OV9712+Hi3518C

Fixed

4mm
Yes 22 10 54,0 €

BGIP‐A100W 720P

NVSIP

IP Client 

HASS 1Mpx 

OV9712+Hi3518C

Fixed

4mm
Yes 22 15 54,0 €

IPC‐3175 1080P

NVSIP

IP Client 

HASS 2Mpx 

3516C+IMX122

Fixed

4 mm
Yes 42 30 99,0 €

IPC‐3161 1080P

NVSIP

IP Client 

HASS 2Mpx 

3516C+IMX123

Fixed

4 mm
Yes 22 15 92,0 €

IPC‐2391 960P

NVSIP

IP Client 

HASS 1.3Mpx

3518+AR0130

Fixed

4 mm
Yes 2 30 88,0 €

IPC‐2178 960P

NVSIP

IP Client 

HASS 1.3Mpx

3518+AR0131

Fixed

4 mm
Yes 42 30 69,0 €

IPC‐2173 960P

NVSIP

IP Client 

HASS 1.3Mpx

3518+AR0132

Fixed

4 mm
Yes 42 30 58,0 €

BGIP‐100R20N 720P

Danale

Herospeed

1Mpx 

OV9712S + Hi3518C

Fixed

4 mm
Yes 24 15 54,0 €

BGIP‐130R20N 960P

Danale

Herospeed

1,3Mpx 

SONY

Fixed

4 mm
Yes 24 15 63,0 €

BGIP‐200R20N 1080P

Danale

Herospeed

2Mpx 

OV9712S + Hi3518C

Fixed

4 mm
Yes 24 15 93,8 €

BGIP‐130CY40H 960P

Danale

Herospeed
1,3Mpx 

SONY IMX238 + DSP 

Hi3518C

2.8-12mm 
Manual 
Zoom

Yes 42 40 75,7 €

BGIP‐130NF60N 960P

Danale

Herospeed
1,3Mpx 

TI DaVinci™ AR0130 + 

DM365

2.8-12mm 
Manual 
Zoom

Yes 72 60 105,0 €

BGIP‐200NF60N 960P

Danale

Herospeed

2Mpx 

SONY IMX222+DM368

2.8-12mm 
Manual 
Zoom

Yes 72 60 132,3 €

Model No. Product Image Specifications Channels Onvif Euro

NVR‐4316Z

NVR 8ch 1080P/13ch 960P/16ch 
720P realtime recording, 2ch 

1080P/4ch 960P/4ch 720P 
realtime  Playback, Support VGA, 

PTZ, HDMI

16 Yes 173,4 €

NVR‐3808W‐S

NVR 8 canale , 4ch 1080P/8ch 

960P/8ch 720P realtime recording, 

2ch 1080P/4ch 960P/4ch 720P 

realtime  Playback, Support VGA, 

PTZ, HDMI

8 Yes 84,0 €

NVR‐3704R‐S

NVR 4 canale , 4ch 1080P/8ch 

960P/8ch 720P realtime recording, 

2ch 1080P/4ch 960P/4ch 720P 

realtime  Playback, Support VGA, 

PTZ, HDMI

4 Yes 63,0 €

NVR‐1004
NVR 4 canale x 960P (1,3 Mpx), P2P, 

ONVIF, H.264, HDD max. 3TB, HDMI 4 Yes 76,0 €

NVR‐1008
NVR 8 canale x 960P (1,3 Mpx), P2P, 

ONVIF, H.264, HDD max. 3TB, HDMI 8 Yes 93,0 €

BGIP‐PA9104AP
NVR 4 canale ‐ Full HD, compresie 

H.264, inregistrare 4 fluxuri de 1080 

sau 4 fluxuri de 720p sau 4 x D1
4 Yes 53,0 €

BGIP‐PB9108P

NVR 8 canale ‐ Full HD, compresie 

H.264, inregistrare 8 fluxuri de 1080 

sau 8 fluxuri de 960p sau 8 fluxuri de 

720p

8 Yes 63,0 €

NVR
IP Camera Compatibility



Ghid de instalare rapida camera BGIP‐A100G/W 

 

A. Pentru instalarea pe un PC cu Windows 

1. Camera trebuie conectata cu ajutorul unui cablu de retea la un router sau switch de 

retea LAN 10/100, si alimentata cu adaptorul din dotare. 

2. Pentru instalarea camerei IP pentru a fi vizualizata pe un PC cu windows, se lanseaza 

aplicatia de pe CD “IP Client setup”.  

3. Se apasa pe iconita devices, iar apoi optiunea “refresh”, iar in fereastra din stanga 

“Device discovered” va apare listat camera identificata in retea.  

4. Se apasa pe butonul “>” pentru adaugarea camerei in softul de monitorizare, iar apoi 

butonul “Exit”. 

 

B. Pentru instalarea pe un smartphone cu Android sau iOS 

1. Din Google Play store sau Apple store se descarca aplicatia “NVSIP” si se instaleaza. 

2. Se apasa butonul “+” din coltul dreapta‐sus a aplicatiei si se introduce ID‐ul camerei 

care este trecut pe camera sip e cutia ambalajului, dupa care se apasa butonul “save” 
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