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COMPANY PROFILE

|IP-COM Networks.,Ltd

IP-COM Networks.,Ltd,commonly known as
IP-COM,is the global leading manufacturer
and supplier of Commercial Networking
Products and Solutions.Founded at 2007
IP-COMhas got amaz ing growth on the basis

R&D Engineer Laboratory

of 600+ professional R&D engineers,50,000SQM
self-owned independent factory and 3500 diligent
workforce.The product lines include Gateway,Indoor/
Outdoor Access Point,AP Controller,PoE Switch and
related accessories with CE,FCC and RoHS certificates.

Factory Employee Successful Cases

Access Controller

Model

Maximum Number of
Managed AP

Maximum Number of
Authentication User

Packet Forwarding Rate
Interface Ports

RAM Memory

Hard Driver

Remote AP Deployment
NAT

5G Band Steering

AP and Floor Map
Network Topology

User Traffic Analyze
Channel Analyze
Authentication Page

Fast Roaming

Intelligent Load Balance
Authentication

Security

Alarm

AC3000 Series Intelligent Access Controllers

seas

AC3000 AC3000-64 AC3000-32
3000 1024 512
50,000 50,00 2,000
2Mpps 560Kpps 90Kpps

4*10/100/1000Mbps WAN/LAN 4*10/100/1000Mbps WAN/LAN 4*10/100/1000Mbps WAN/LAN
4*USB, 1*VGA, *CONSOLE 2*USB, 1*VGA, 1*CONSOLE 2*USB, T"VGA, 1*CONSOLE

16GB 4GB 4GB
500G HDD

Supported: Manage AP via Internet
Support
Support
Support
Support
Support
Support
Customized Authentication Page
Support
Supported: Based on Traffic, User & Frequency
Captive Portal, 8021X, Facebook
MAC Static Black and White List

Mail, SNMP Trap

Smart Access Controllers

Model

Ports

Maximum
Number of
Managed AP

Authentication

Maximum
Number of
Managed
Remote AC

Maximum
Number of
Managed
Remote AP

Portal
Authentication

Maximum
Number of
Authentication
Users

VLAN Group

AC2000 AC1000

5* 10/100/1000Mbps LAN

512 128

Captive Portal,

8021X, Voucher NA

64 NA

128 NA
Built-in Captive

Portal Server DS

3000 NA

48 24

Router Multi-WAN Hotspot Router

Model

M50 M80
RAM 512MB 512MB
FLASH 128MB 128MB
T 1-4*GE WAN or 4-F'GE  1-4*GE WAN or

LAN T*RJ45 Console 4-T"GE LAN

Maximum User
Capacity 100 300
Maximum Number 16APs 22APs

of Managed AP

Internet

Connection Type PPPOE,DHCPStatic IP

GbirElie g Captive Portal,PPPoE
Service

VPN Protocal PPTPL2TPIPsec
Bandwidth Smart Bandwith Control,
Control Manual Definition

; ; IP-MAC Binding,
Sstlis e i) ARP Attack Protection

Internet Access IPMACURL Filter

Control
Firmware Upgrade LocalOnline
Virtual Server Port Forwarding,UPNnPDMZ,DDNS



Acess Point

Model

Frequency
Wi-Fi Standards
24G Speed

5G Speed

Maximum TX Power

Maximum Number
of Users

MIMO

Beamforming

Antennas

Ports
PoE

Multiple SSID

Recommended
Access Controller

AP Type

Wireless Modes

Management

Security/Encryption

Wik

L L
AP255
24GHz
IEEE 802Tlb/g/n
300Mbyps
N/A
18dBm
15
22

NA

Internal Omni-directional

2*3dBi
2*FE;1*RJ1L,1*USB2.0
802.3af

2

AP/Client+AP

Wall Plate AP

W30APV4.0
24GHz
IEEE 802Tlb/g/n
300Mbyps
N/A
18dBm
15
22

N/A

Internal Omni-directional

2*2dBi
2*FE

802.3af

AP/Client+AP

Indoor Ceiling AP

AP255_US AP325 AP340

24GHz 24GHz 24GHz

IEEE 8021T1b/g/n IEEE 802Tlb/g/n IEEE 802Tb/g/n

300Mbyps 300Mbyps 300Mbyps
N/A N/A N/A

18dBm 23dBm 29dBm
15 20 30
22 22 22
N/A NA NA

Internal Omni-directional Internal Omni-directional Internal Omni-directional

2:2dBi 22dBi 2*3dBi
2FE TFETDC Jack T*GET'DC Jack
8023af 802.3af 8023at
2 4 4

M50/ACI000/AC2000/AC3000-32/AC3000-64/AC3000

Fit/Fat

AP/Client+AP AP/WDS/Client+AP AP/WDS/Client+AP
Web Interface, SNMP Vi, v2c, Access Controller

64/128 WEP, WPA-PSK, WPA2-PSK, WPA, WPA2, MAC Address Filtering

AP355
24GHz&5GHz
IEEE 80211b/g/n/ac
300Mbyps
867Mbps
24GHz: 26dBm;5GHz:23dBm
65
24(22)
Support
Internal Omni-directional
24G: 2 4dBi5G: 2 4dBi
T*GET*DC Jack
802.3at

12

AP/Client+AP

Acess Point

Model

Frequency
Wi-Fi Standards
2.4G Speed

5G Speed

Maximum TX Power

Maximum Number
of Users

MIMO

Beamforming

Antennas

Ports
PoE

Multiple SSID

Recommended
Access Controller

AP Type

Wireless Modes

Management

Security/Encryption

Indoor Ceiling AP

Outdoor Coverage AP

@ O N,

AP365 AP375 AP515

24GHz&5GHz 24G+5G+24G or 24G+5G+5G 24G

IEEE 8021lb/g/n/ac |IEEE 80211b/g/n/ac IEEE 80211b/g/n

450Mbyps 300Mbyps 300Mbyps
1300Mbps 1800Mbps N/A
2.4GHz: 26dBm;5GHz: 20dBm 2.4GHz: 26dBm;5GHz: 20dBm 26dBm
75 120 30
2%(3*3) 3%(22) 2*2
Support Support N/A

Internal Omni-directional Internal Omni-directional Internal Directional: H:70°  V70°

24GHz 3*4dBi5GHz 3*5dBi 4*3dBi Dual-band Antenna 7dBi
2*GE 2*GE T"GE
802.3at 802.3at 802.3at

12 20 4

M50/ACI000/AC2000/AC3000-32/

M50/ACI000/AC2000/AC3000-32/AC3000-64/AC3000
/ / / / / AC3000-64/AC3000

Fit/Fat Fit/Fat

AP/WDS/Client+AP AP/Client+AP AP/WDS/ Client+AP

Web Interface, SNMP Vv, v2c,
Access Controller

64/128 WEP, WPA-PSK, WPA2-PSK,
WPA, WPA2, MAC Address Filtering

Web Interface, SNMP V1, v2c, Access Controller

64/128 WEP, WPA-PSK, WPA2-PSK, WPA, WPA2, MAC Address Filtering

Outdoor Long Range CPE

Lo,
AP615 AP625
24G 5G

IEEE 80211b/g/n |IEEE 80211a/n/ac

150Mbps 433Mbps
N/A N/A
29dBm 26dBm
10 10
N/A N/A
N/A N/A
Internal Directional: H:60° V30° Internal Directional: H:30°
12dBi 16dBi
T*FE PoE/WAN/LAN T*FE LAN T*GE/WAN/LAN
PoE Injector
1 1
Software
Fat
AP/Station/WISP/Router

Web Interface, SNMP V1, v2c, CPE Software Controller

64/128 WEP, WPA-PSK, WPA2-PSK, WPA, WPA2, MAC Address Filtering

Vi5°



Unmanaged Switch

Model

PoE

Input Voltage

Power Consumption
Lighting Proof for Adapter
Lighting Proof for Port
Casing

10/100 Base-Tx Port
10/100/1000 Base-T Port
Gigabit SFP Port

Fans

MTBF

Operating Temperature
Rack Mountable

MAC AddrTable Size
Switching Capacity

Fordwarding Rate

<16W

2KV

NA

Metal

NA

Desktop
Tk
1Gbps

0.744Mpyps

10/100M

F1016
Non-PoE Switch
AC:100-240V, 50/60Hz
<6.4W
6KV
NA
Metal
16
NA
Fanless
100000Hours
0 -40
Rack Mount
4k
3.2Gbps
2.38Mpps

F1024

<52W

6KV

NA

Metal

24

NA

Rack Mount
8k
4.8Gbps

3.57Mpps

10/100/1000M

<25W

2KV

4KV

Metal

NA

Desktop
2k
10Gbps

744Mpps

Unmanaged Switch

Model

PoE

Input Voltage

Power Consumption
Lighting Proof for Adapter
Lighting Proof for Port
Casing

10/100 Base-Tx Port
10/100/1000 Base-T Port
Gigabit SFP Port

Fans

MTBF

Operating Temperature
Rack Mountable

MAC AddrTable Size
Switching Capacity

Fordwarding Rate

G1008

<54W
2KV
4KV

Metal

NA

Fanless

Desktop
4k
16Gbps

N.9Mpps

G1016D

<92W

6KV

6KV

Metal

6

NA

Fanless

Rack Mount

8k

32Gbps

23.7Mpps

10/100/1000M

Non-PoE Switch

AC100-240V, 50/60Hz

G1024D

<I3W
6KV
6KV

Metal

24
NA
Fanless
100000Hours
0 ~-40
Rack Mount
8k
48Gbps

35.7Mpps

sl

G1026F
(upgraded G2124T)

<20W
6KV
6KV

Metal

24

2 (combo)

Fanless

Rack Mount
8k
48Gbps

35.7Mpps

Web-Managed Switch

G3224T

<20W
6KV
NA

Metal

24

2 (combo)

One Fan

Rack Mount
8k
56Gbps

35.7Mpps



PoE Switch

Model

Interfaces

PoE Standards
Switching Capacity

Packet Forwarding Rate

LED Indicators

PoE Supply

Power Consumption

Power Input

Power Output

Mac Address Table
Dimensionst\W D H)

Port VLAN
250m Transmission

6KV Lightning Protection

10/100Mbps

PoE Switch

F1105P-4-63W

4 FE Ports(Data/PoE)
1 FE Port(Data)

IEEE 802.3af\at
1 Gbps
0.744Mpps

Link/Act, PoE Status,
Power, 100M

Port 1-4 support PoE ,
maximum power for
each port is 30W

Power Supply:58W
In full configuration:<63W

DC 51V /125A
K
100mm x 100mm x 26mm
N/A
Yes

Yes

F1110P-8-102W

8 FE Ports(Data/PoE)
2 GE Port(Data)

5.6Gbps

Port 1-8 support PoE ,
maximum power for
each port is 30W

Power Supply:99W
In full configuration:<107W

DC:51V /2.1A
4K
1775mm*104mm*26mm
1-8 Port

Yes

Yes

10/100Mbps +Gigabit Uplink PoE Switch

Emse e

F1118P-16-1IS0W F1126P-24-250W  S3300-10-PWR-M

16 FE Ports(Data/PoE) 24 FE Ports(Data/PoE)
1 GE Port(Data) 1 GE Port(Data)
110/100/1000Mbps SFP Slot 110/100/1000Mbps SFP Slot

8 FE Ports(Data/PoE)
2 GE Port(Data)
2 SFP(Combo)

IEEE 802.3af\at
72Gbps 8.8Gbps 5.6Gbps

6.55Mpps

Link/Act,PoE Status,PowerlOOOM

Port 1-16 support PoE ,
maximum power for
each port is 30W

Port 1-24 support PoE ,
maximum power for
each port is 30W

Port 1-8 support PoE ,
maximum power for
each port is 40W

Power Supply:135W Power Supply:225W Power Supply:130W
In full configuration:<150W In full configuration:<250W In full configuration:<150W

AC:100—240V~ 50/60Hz

N/A N/A N/A
4K 4K 4K
294mm*178mm*44mm 294mm*215mm*44mm 294mm*178mm*44mm
1-16 Port 1-24Port 1-8Port
Yes Yes Yes
Yes Yes Yes

S3300-18-PWR-M

16 FE Ports(Data/PoE)
2 GE Port(Data)
2 SFP(Combo)

72Gbps

Port 1-16 support PoE ,
maximum power for
each port is 40W

Power Supply:230W
In full configuration:<250W

N/A
4K
440mm*284mm*44mm
1-16Port

Yes

Yes

PoE Switch

Model

Interfaces

PoE Standards
Switching Capacity

Packet Forwarding Rate

LED Indicators

PoE Supply

Power Consumption

Power Input

Power Output

Mac Address Table
Dimensionsc’ W D H)

Port VLAN
250m Transmission

6KV Lightning Protection

10/100Mbps +Gigabit
Uplink PoE Switch

$3300-26-PWR-M

24 FE Ports(Data/PoE)
2 GE Port(Data)
2 SFP(Combo)

88Gbps

6.55Mpyps

Port 1-24 support PoE ,
maximum power for
each port is 40W

Power Supply:370W
In full configuration:<440W

N/A
4K
440mm*284mm*44mm
1-24 Port

Yes

Yes

Gigabit Unmanaged PoE Switch

G1105P-4-63W

5 GE Port(Data/PoE)

10Gbps

8.3Mpps

Port 1-4 support PoE ,
maximum power for
each port is 30W

Power Supply:58W
In full configuration:<63W

DC:51V /1.25A
4K
100Mm x 100Mmm x 26mm

1-4 Port
Yes

Yes

S eAasAsssd &

G1009P-El

9 GE Port(Data/PoE)

IEEE 802.3af\at
18Gbps

13.4Mpps

Link/Act,PoE Status,PowerlOO0OM

Port 1-8 support PoE ,
maximum power for
each port is 30W

Power Supply:99W
In full configuration:<107W

AC:100—240V~ 50/60Hz
DC:51V /2.5A
4K
235mm x 103mm x 27mm
N/A
Yes

Yes

Gigabit Managed PoE Switch

G3210P

8 GE Port(Data/PoE)
2 SFP

20Gbps

14.4Mpps

Port 1-8 support PoE ,
maximum power for
each port is 30W

Power Supply:123W
In full configuration:<150W

N/A
8K
294mm*178mm*44mm
1-8 Port

Yes

Yes

G3224P

24 GE Port(Data/PoE)
4 SFP(Combo)

56Gbps

34.8Mpps

Port 1-24 support PoE ,
maximum power for
each port is 30W

Power Supply:370W
In full configuration:<440W

DC 51V /125A
8K
440mm*284mm*44mm
1-24 Port

Yes

Yes



Accessorie

Model

Description

Standards
Interfaces
LED Indicators

Max PoE Supply
Power Input

Power Output

Dimensions (W*D*H)

PoE Injector

.\ :
PSEISF PSE30G-AT

10/100M |EEE 802.3af PoE Injector Gigabit IEEE 802.3at PoE Injector

IEEE 802.3\ 802.3u\ 802.3x\ 802.32\

IEEE 8023\ 802.3u\ 802.3x 802.3a\[EEE 802.3af\at

2 FE Port(Data/PoE) 2 GE Port(Data/PoE)
Link/Act, PoE Status, Power
15.4W 30W

AC:100-240V~50/60Hz

DC:48V /0.35A DC:51V /0.6A

84.5mm x 44mm x 29.8mm 132.3mm x 60mm x 33mm

Model

Standards and Protocols
Wave Length

Safety & Emission

Cabel

Fiber Type

Max Cable Length

Data Rate

Port Type

SFP Module

G311SM

|IEEE 802.3z, CSMA/CD, TCP/IP
1310nm
FCC, CE
Single-mode Fiber
9/125 um Single-mode
20km

125Gbps

LC

BROADCOM & INTEL CHIPSET

Indoor AP

Directly turn wired LAN into
wireless.According to different
application,we designed in-wall
AP,ceiling and wall mount AP for
hospitality SMB,education etc.

O
PoE Switch ’

—— Y

Full kinds of PoE switch with
multi-function for customer to
choose. You can buy switch solely
or together with cover product
for system integrater.

Accessories

Include:PoE adapter/fiber module

Complete
i-Fi Solution

Outdoor AP

Designed to provide WiFi coverage for hotel
pool,garden,campus,park etc.Adopt of external
power amplifier and directional antennato
provide optimal signal and great coverage.
Equipped with the weather-resistant enclosure,
it could work in various weather conditions, such
as sunshine, rainfall, wind, snow or extremely
low/high temperature environment.

O

Switch

Full kinds of switch with multi-function for
customer to choose.You can buy switch solely or
together with cover product for system integrater.

Access Controller&Gateway

Manage all online AP's VLAN,SSID,Channel,
Security,TX power,reboot and alarm strategy,
clients limitation in a fixed location.IP-COM
Gateway could help to manage network access
and optimize internet to enable users to enjoy
great use of broadband.
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