
APP06-72-SC/APC-DUPLEX-3U-SLIDING

Description

Rack-mount Fiber Optic Distribution Frame is modulized design with drawable trays inside and
 cold-rolled steel box. It could be pre-installed with various kinds of fiber optic adapters and pigtails.
 It is with standard 19 inch size and properly designed to control the bend radius of the cable inside the
 enclosure to avoid extra optical loss. This frame is ideal for indoor fiber optic cables connection storage, 
 distribution and management.

Features

1. Made of SPCC, durable, easy to operate, galvanization, electrostatic spraying, antirust, dust-proof, durable.
2. Splice tray inside changeable.
3. Can be used in 19'', 23'' standard distribution frame.
4. Suitable for ribbon and single fiber.
5. Various panel plate to fit different adapter interface.
6. Front mark on the plate is easy for identification and operation.
7. 12C, 24C, 36C, 48C, 72C, 96C, 144C optional, with or without fiber optic pigtails and adapters.
8. Easy for management and operation.

Technical parameters

Size: 485*350*133.5mm
Working temperature: - 25℃~+ 55℃

Humidity: ≤ 93%（+40℃)

Biometric pressure: 70Kpa~ 106Kpa

Insertion loss: ≤0.2dB

UPC return loss: ≥ 50dB

APC return loss: ≥60dB

Repeatibility: ＞1000 times

Electric resistance: ＞1000MΩ/ 500V (DC)

Voltage resistance: ＞ 3000V (DC)/min, no break out, no arcing

Cabling management

Cable inlet system is installed on the top of the frame which has excellent performances for fixing the cables.

Cables can be inlet either from the top or the bottom of the frame subject to different requirements.

Reliable cable fixture cover and earth protection device provided.



Standard 19 inches installation ODF Sub Rack




